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WIRE BACKED SILT FENCE

Silt Fence also named Woven Fabric,
made by PP with UV resistance,
the lowest weight can be 50gsm.

FIELD FENCE

Safety fence 
made by PE with
UV resistance, 
mesh type can 
be rectangular, 
oval and diamond

Geotextile 
materials 
PP or PET,
woven or non 
woven,can be 
needle punched 
and thermally 
bonded.

CHAIN LINK FENCE
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Black Annealed Wire
Electro galvanzied wire
Hot dipped galvanzied wire

black annealed 
wire in large coil

baling wire

galvanzied wire 

"High carbon

galvanized steel wire 

for redrawing,
 
Usage for redrawing 

further"

high carbon steel wire
high tensile wire/vineyard wire
lead bath heat treatment wire
wire rope

10

WIRE PRODUCTS

galvanzied wire on spool 

twist wire baling wire with loop

WIRE PRODUCTS
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Reinforcing Products/Tying Wire System
Rebar Tie Wire
Tie Wire Reel 

cuting wire/straight wire
garden wire
barbed wire

Double Loops Tie Wire
Twister tool
black wire with spool

auto twister tool

loops tie wire

twister tool

auto twister tool

black annealed wire 
with spool

rebar tie wire1

loops tie wire

rebar tie wire

black annealed wire 1lb

barbed wirecuting wire

coil wire garden wire

galvanzied wire

coil wire with frame2

pvc coated wire

WIRE PRODUCTS WIRE PRODUCTS
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welding wire
Welding Electrode 
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welding wire welding wire welding wire

anchor boltcircle top staples

flangeflange

flange bar chair

slab bolsterslab bolster

DELDING

ACCESS

circle top staples
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Geotextile 
materials 
PP or PET,
woven or non 
woven,can be 
needle punched 
and thermally 
bonded.

Geotextile 
materials 
PP or PET,
woven or non 
woven,can be 
needle punched 
and thermally 
bonded.

sod staples  U staples

SLAPLES
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